ANT-OMNI-2455-3-N

2.3-2.7 GHz & 4.9-6.1 GHz Dual Band Omni Antenna

Dual Band Omni antenna provides coverage of
2.3to 2.7 GHz & 4.9 to 6.1 GHz in a single antenna

radome.
Additional Features:

- simultaneous coverage of 802.11 a,b,g, WiMAX
& 4.9 GHz Public Safety bands

- light weight and durable construction

- UV protected radome made of plastic

*All specs on 20 cm diameter ground plane

Specifications:

Electrical

Frequency range
GAIN,typ.

VSWR
Polarization

23-27GHz & 4.9 - 6.1 GHz

2.3-2.7GHz (@ 2 dBi (on 20 ¢m diameter ground plane)
4.9 - 6.1 GHz@ 4dBi (on 20 cm diameter ground plane)
1.9: 1 (max.) 1.5:1 (typ.)

Linear Vertical

Input power, max 20 Watt
Input Impedance 50 Ohm
Mechanical

Dimensions (Dx H)
Connector

Weight

Back Plane
Radome

Mount

50x34 mm (2" x 1.3")

N-Type Female (Bottom)

60 gr.

Aluminum; protected through chemical passivation
UV Protected Plastic

Fixed Roof Top Mounting

Environmental

Operating Temperature Range

-40°C to +70°C

Vibration According to IEC 60721-3-4
Flammability ULY4
Humidity ETS 300 019-1-4, EN 302 085 (annex A.1.1)
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2.3-2.7 GHz & 4.9-6.4 GHz Dual Band Omni Antenna

Radiations Patterns
Frequency 2500 MHz Gain, typ. 2 dBi (on 20+ cm diameter ground plane)
E-Plane Patterns
Il ()

Radiations Patterns
Frequency 5500 MHz Gain, typ. 4 dBi (on 20+ cm diameter ground plane)
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Mounting instructions

LIN TION
1. PUT MOUNTING FLANGE
ON CONNECTOR. WASHER

2. CLOSE MOUNTING FLANGE ——
TO SURFACE ‘A’ OF THE BASE s aice
WITH NUT & WASHER.

ERELIMINARY (Fig. ) CELLING INSTALLATION (Fig. 3).

ﬂgmﬁasuﬁn 3. MAKE HOLE 28...30mm IN CEILING PANEL TO CONNECTOR.
: - 4 MAKE 2 HOLES 3..3.2mm IN CEILING PANEL TO

OUT OF CONNECTOR. SCREWS USING MOUNTING FLANGE AS A TEMPLATE.

5. PUT ANTENNA TO CEILING PANEL AS SHOWN & CLOSE

WITH SCREWS. WASHERS & NUTS.

Fig .3 2

HOLE @23 30

CAR ROOF INSTALLATION
(FIG. 4).

1. MAKE HOLE 16 mm

IN A CAR ROOF.

2. PUT ANTENNA TO

A CAR ROOF & CLOSE

WITH WASHER & NUT.
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